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Source4 LED ellipsoidal Lustre+ 

 Rep Plot Key

ColorSource Spot 26 degree

ColorSource Spot 36 
degree

M/W

Lustr+ w/fresnel attachment

ColorSource w/ CYC lenses

Curtains

Cyclorama

DMX Station

Power

Traveler Track

Speaker/Subwoofer

ColorSource PAR  (Med/Wide 

Distance  Between
Pipes

18"

30"

18"

7"

41"

42"

6"

48"

31"

33" 48" 48" 48" 48" 48" 48" 48" 48" 48" 48" 34.5"

NOTES:
- Grid hight 18'3" from bottom of pipes
- Valence hight 15'6" to bottom of curtain 
- Projector distance to projection screen 25'

- Projector distance to CYC 42'

above the floor of the front row of seats

Available Fixtures:
 ETC Colorsource Spot (18)
 ETC ColorSource W/ Cyc attachment* (6)
 ETC Lustr+ ellipsoidal (2)
 ETC Lustr+ W/ Fresnel attachment* (6)
 ETC Colorsource PAR (18)

Available Attachments/Filters:
 26 degree lens tube (8)
 36 degree lens tube  (16)
 Wide PAR filter (18)
 Medium PAR filter (18)

*Fixtures in the inventory marked with an  asterisk* signify attachments which are usually used 
as-attached, and stay connected to their assigned fixture, and include one fixture AND one 
attachment
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